Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Raglon 12/6/19 11129119 | Difference | 12/718 | Pereent | ypg7 | Percent | o619 | 12718 | Percent
Change Change Change
Refiner Inputs and Utilization
Crude Oil INPUtS ...........cccooeiiiiiicceen 16,597 16,798 -201 17,436 -4.8 16,952 -2.1 16,541 17,333 -4.6
East Coast (PADD 1) .. 815 838 -23 1,025 -20.5 1,075 -24.2 813 1,039 -21.8
Midwest (PADD 2) ... 3,860 3,877 -17 4,005 -3.6 3,714 3.9 3,811 3,886 -1.9
Gulf Coast (PADD 3) ... 8,944 9,029 -86 9,252 -3.3 9,088 -1.6 8,899 9,272 -4.0
Rocky Mountain (PADD 4) .... 638 589 49 630 1.2 557 14.6 601 597 0.8
West Coast (PADD 5) . 2,340 2,464 -125 2,524 -7.3 2,517 -7.0 2,416 2,540 -4.9
Gross Inputs ............... 17,040 17,284 -244 17,698 -3.7 17,279 -1.4 16,987 17,626 -3.6
East Coast (PADD 1) 824 848 -23 1,040 -20.8 1,077 -23.4 829 1,044 -20.6
Midwest (PADD 2) ... 3,890 3,913 -23 4,005 -2.9 3,708 4.9 3,839 3,880 -1.1
Gulf Coast (PADD 3) ... 9,217 9,312 -94 9,333 -1.2 9,273 -0.6 9,162 9,419 -2.7
Rocky Mountain (PADD 4) . 637 589 48 631 1.1 557 14.5 602 598 0.5
West Coast (PADD 5) . 2,470 2,622 -152 2,690 -8.2 2,665 -7.3 2,555 2,684 -4.8
Operable Capacity' .... 18,808 18,808 0 18,602 1.1 18,503 1.7 18,808 18,602 1.1
East Coast (PADD 1) 1,224 1,224 0 1,224 0.0 1,182 3.6 1,224 1,224 0.0
Midwest (PADD 2) ... 4,147 4,147 0 4,092 1.3 4,011 34 4,147 4,092 1.3
Gulf Coast (PADD 3) ... 9,876 9,876 0 9,765 1.1 9,769 1.1 9,876 9,765 1.1
Rocky Mountain (PADD 4) . 687 687 0 683 0.5 693 -0.9 687 683 0.5
West Coast (PADD 5) . 2,875 2,875 0 2,838 1.3 2,848 1.0 2,875 2,838 1.3
Percent Utilization? ... 90.6 91.9 -1.3 95.1 —-— 93.4 —-— 90.3 94.8 -—
East Coast (PADD 1) 67.4 69.3 -1.9 85.0 -— 91.1 -— 67.8 85.3 -—
Midwest (PADD 2) ... 93.8 94.4 -0.5 97.9 -— 92.5 - 92.6 94.8 -—
Gulf Coast (PADD 3) ... 93.3 94.3 -1.0 95.6 —-= 94.9 - 92.8 96.5 —-=
Rocky Mountain (PADD 4) . 92.8 85.8 7.0 92.3 —— 80.3 —— 87.6 87.6 ——
West Coast (PADD 5) 85.9 91.2 -5.3 94.8 -= 93.6 -= 88.9 94.6 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ...............c..cccoocovueene.. 9,753 9,941 -188 10,457 -6.7 10,129 -3.7 9,953 10,082 -1.3
Finished Motor Gasoline (excl. Adjustment)* 9,704 9,961 -257 10,205 -4.9 10,316 -5.9 10,026 10,152 -1.2
East Coast (PADD 1) .... . 3,066 3,188 -122 3,289 -6.8 3,281 -6.6 3,204 3,245 -1.3
Midwest (PADD 2) ..... 2,420 2,517 -97 2,540 -4.7 2,595 -6.7 2,558 2,571 -0.5
Gulf Coast (PADD 3) .. 2,496 2,442 55 2,577 -3.1 2,535 -1.5 2,449 2,502 -21
Rocky Mountain (PADD 4) 295 281 14 306 -3.8 287 2.8 303 312 -2.9
West Coast (PADD 5) ... 1,427 1,533 -106 1,493 -4.4 1,618 -11.8 1,512 1,522 -0.7
Reformulated? ... 3,015 3,156 -140 3,230 -6.7 3,279 -8.0 3,168 3,233 -2.0
Conventional* . 6,689 6,805 -117 6,975 -4.1 7,037 -5.0 6,857 6,919 -0.9
Adjustment® ... 49 -20 69 252 -— -187 - =72 -71 -—
Kerosene-Type Jet Fu 1,799 1,933 -134 1,843 24 1,729 4.1 1,835 1,771 3.6
East Coast (PADD 1) .. 92 98 -7 94 -2.9 101 -8.8 101 73 37.6
Midwest (PADD 2) .. 265 289 -25 273 -2.9 262 1.2 274 279 -1.5
Gulf Coast (PADD 3) 969 1,035 -66 919 54 834 16.3 976 904 8.0
Rocky Mountain (PADD 36 34 3 34 8.4 29 255 34 28 19.2
West Coast (PADD 5) ... 437 477 -40 523 -16.4 504 -13.3 450 488 -7.7
Distillate Fuel Oil ........... 5,228 5,263 -34 5,545 -5.7 5,247 -0.4 5,172 5,447 -5.0
East Coast (PADD 1) .. 250 252 -2 370 -32.5 348 -28.2 256 362 -29.4
Midwest (PADD 2) .. 1,148 1,159 -1 1,305 -12.1 1,107 3.7 1,131 1,208 -6.3
Gulf Coast (PADD 3) ... 3,045 3,055 -10 3,034 0.4 2,976 23 2,997 3,039 -1.4
Rocky Mountain (PADD 4) 205 208 -3 203 1.1 209 -1.5 202 205 -1.1
West Coast (PADD 5) .... 580 589 -9 632 -8.3 607 -4.6 586 634 -7.5
15 ppm sulfur and Under . 4,891 4,928 -37 5,254 -6.9 4,933 -0.8 4,834 5,104 -5.3
> 15 ppm to 500 ppm sulfur 180 131 49 87 106.7 120 49.5 130 116 12.5
> 500 ppm sulfur .... 157 203 -46 204 -22.9 193 -18.8 208 227 -8.6
Residual Fuel Oil . 333 297 36 427 -22.1 324 2.6 288 427 -32.6
East Coast (PA ) . 22 16 6 51 -56.4 29 -24.5 20 45 -56.2
Midwest (PADD 2) .. 77 74 3 57 33.9 49 57.3 63 49 27.5
Gulf Coast (PADD 3) ... 166 121 45 194 -14.5 135 229 122 222 -44.9
Rocky Mountain (PADD 4) 14 12 2 13 8.0 11 26.6 12 14 -15.7
West Coast (PADD 5) .... 54 74 -21 112 -52.1 100 -46.4 71 97 -26.4
Propane/Propylene® ... 2,423 2,258 164 1,951 242 1,909 26.9 2,267 1,993 13.7
East Coast (PADD 1) .. 278 263 15 217 28.3 182 53.0 254 240 6.0
Midwest (PADD 2) .. 544 501 43 443 22.7 490 10.9 521 467 11.5
Gulf Coast (PADD 3) 1,386 1,262 124 1,090 271 1,037 33.6 1,271 1,081 17.5
PADDs 4 and 5 214 232 -18 200 7.2 199 7.6 220 205 7.6
Ethanol Plant Production

Fuel Ethanol 1,072 1,060 11 1,046 2.4 1,089 -1.5 1,056 1,051 0.5
East Coast (PADD 1) .. 27 27 0 25 6.3 28 -5.2 27 24 121
Midwest (PADD 2) .. 993 983 10 963 3.0 998 -0.5 978 970 0.9
Gulf Coast (PADD 3) ... 23 20 &) 24 -4.7 28 -17.8 21 24 -10.3
Rocky Mountain (PADD 4) 15 14 0 14 3.8 15 -1.0 14 14 -0.5
West Coast (PADD 5) 15 17 -2 20 -24.3 20 -24.4 16 20 -20.1

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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